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Foreword：
Dear Customer：
Thank you for choosing our products. Please carefully read the following instructions and precautions during installation and use. 

1. Installation requires at least 3 or more people.
2. Before installation, ensure that the wall surface is a solid one with sufficient load-bearing capacity. Hollow bricks, mud bricks and other walls without load-bearing capacity must not 
be installed.
3. After the product is installed, make sure that the telescopic arm base and the wall brackets are on the same straight line.
4. If you find that a certain part is missing, do not continue the installation.
5. During installation, please wear relevant protective equipment, including protective glasses, gloves, safety helmets, etc.
6. Please use sharp tools carefully.
7. During assembly, ensure that children and pets stay away from the working area and place the packaging bags and tools out of the reach of children.
8. No one is allowed to climb the product or hang anything on it.
9. Installation is strictly prohibited in bad weather conditions such as strong winds, rain, snow, etc.
10. The product only provides shading and protection against light rain. Please turn off the product in case of strong winds, heavy rain, snow or other weather conditions.
11. The film on the profile is used to protect the profile and must be removed after installation.
12. During storms or typhoons, do not move under the product.
13. Regularly clean the awning, removing snow, dust or other objects.
Warning: When encountering strong winds or hurricanes, please store the product and turn it off.

About cleaning
The surface can be cleaned annually to maintain its original appearance.
When cleaning the surface, do not use cleaning cloths, lotions, pastes, abrasives, steel wool or colored fabrics. It is recommended to use soft sponges, soft sandpaper, cotton wool, 
cotton cloth or non-woven fabric (only white). Do not use acidic or alkaline cleaning products, such as corrosive substances. It is recommended to use detergent and water with a 
neutral pH for cleaning, and wipe dry with a cloth. When cleaning with high-pressure equipment, the same precautions must be taken, and consider the distance when cleaning blind 
plates, nozzle type, water temperature and water pressure. (Damage caused by cleaning is not covered by the warranty.)

Use reminder: 
After installation, check if the screws are tightened. It is recommended to inspect the screws at least once a year. If there is a forecast of snowfall, hail or strong winds, the awning needs 
to be closed. It is strictly prohibited to use the sunshade canopy on days with strong winds, heavy rain or snow. Regularly inspect the accessories to ensure that they and other compo-
nents are not damaged. Regularly clean the leaves and other debris on the awning to prevent it from being damaged.

Warm reminder: 
·Product damage caused by natural disasters, force majeure or human factors is not covered by the warranty.
·In extremely low-temperature conditions, it is possible that the motor may be damaged and cease to function.
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Parts list：
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Hexagonal wrench Open wrench Ladder

Hammer Pencil Spirit level ScrewdriverMeasuring tape

WorkersElectric drilla b c d e
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Tools and Manpower ：

Safety Warning:
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Reminder:

The installation process must comply with local laws and regulations, and follow the corresponding construction requirements of the region and 

community.

2. The installation personnel must wear safety equipment, such as safety helmets and gloves. If electrical operations are involved, only personnel 

holding relevant certificates (such as an electrician's license) are allowed to carry out the work.

3. If the installation environment involves high-altitude operations or other risky installation conditions, professional construction equipment will be 

required for assistance. In case of any safety incidents during the installation process, it is not related to the product.



Step 1：Measure the distance

4

x1

Remote control1. First , power on;
2. Press the up key on the remote control to make the awning open about several centimeters;
3. Measure the distance between the base of the curved arm and the edge of the awning, as well as the 
distance between the two bases using a tape measure.
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Warning:
1. For the first time, when operating or installing the sunshade, make sure all the parts are 
correctly installed to avoid accidents.
2. Do not use the sunshade in severe weather conditions such as strong winds, rain, or ice 
storms. Otherwise, it may cause damage to the sunshade.
3. If the sunshade cannot be opened due to a malfunction, contact a professional for 
assistance. Do not attempt to open it forcefully.
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Warning:
When installing the wall brackets, please make sure that 
the center of the wall brackets aligns with the center of 
the boom base to ensure that the wall brackets are 
installed at the position that is most subjected to force.
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Step 2：Install the Bracket
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1. Determine the installation height（H） of the awning ;
2. Measuring the width of (X) at a height of (H) is equivalent to the center distance between the two 
brackets.
3. The widths on both sides must be greater than Y and Z to ensure there is sufficient space for installing 
the awning.



Step 3：Mark and drill
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1. Mark the bracket positions with a marker pen；
2. Drill holes at the marked positions using an impact drill.
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Step 4：Fixed brackets
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1. Insert the fixing bolts into the holes in the wall and secure the brackets.
2. Tighten the screws. x8

Fixed  screwC
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Step 5：Install the awning 
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1. Remove the screws and cover plate of 
the bracket.

2. Place the awning onto the bracket. 3. Make sure the bracket is securely 
fastened to the card slot of the  awning.

4. Put the bracket clips back and tighten 
the screws.

*Because the awning is very heavy, during installation, attention should be paid to the load-bearing capacity to prevent the box from falling 
and damaging the product or causing injury to people.



Step 6：Testing and Remote Control Usage Instructions
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Turn on the power and test whether all the functions of the awning are functioning properly. x1
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Step 7：Maintain balance
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After the installation is completed, check whether the left and right sides of the front cover of the awning are kept in a straight line.
If they are not at the same level, then screws on the bracket are needed to adjust the balance.

Insert the hexagonal wrench into the adjusting hole in the middle of the bracket：

Turn counterclockwise and raise up. Turn clockwise and get lower.


